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Product Specification Sheet

10KVA 3-Phase Power and Lighting Transformer

10kVA Continuously rated 3Phase Site Transformer
Input: 400 Volts 3 Phase 50/60 Hz Delta
Output: 110V AC
Vector Group: DYN11
Output Sockets: 2x32Amp & 4x16Amp Individually protected by Schneider 32A & 16A 2P
MCB’s
Lighting Circuits: 2 x 16Amp Individually protected by 16A 2P MCB’s
Incoming Protection: 1 x Schneider 3P 20Amp ‘D’ Curve MCB
Enclosure: Powder Coated Sheet Steel rated to IP44 C/W welded up-right handles
Commando appliance input available (additional charge)
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Product Benefits
10kVA Continuously rated 3Phase Site Transformer
Output Sockets: 2no 32Amp & 4no 16Amp Individually protected by Schneider 32A & 16A 2P MCB’s
IP44 Protection Rating
Enquire for full information

Technical Data

Product name
10KVA 3-Phase Power and Lighting
Transformer

Product Number TRANS002

Input 400 Volts 3 Phase 50/60 Hz Delta

Output 110V AC

Output Sockets
2no 32Amp & 4no16Amp Individually
protected by Schneider 32A & 16A 2P
MCB’s

Lighting Circuits
2no 16Amp Individually protected by 16A
2P MCB’s

Incoming Protection 1no Schneider 3P 20Amp ‘D’ Curve MCB

Vector Group DYN11
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